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Introduction

Welcome aboard your new MP-1 powerchair and thank you for choosing our
product. This latest model has been designed with specific practical user needs
in mind. It combines solid rugged construction and modern high-tech electronics,
safety and performance.

The MP-1 powerchair has a programmable electronic control system reflecting
the latest state of the art design. It means, among other things, that your powerchair
can be programmed and adjusted within a given range of its performance
characteristics, to suit your individual needs and wishes. The controller is set
at the factory to give the powerchair nominal operating performance characteristics.

If after an initial trial period, when you have familiarized yourself with your
powerchair, you would prefer certain features to be more adapted to your personal
requirements (e.g. acceleration, deceleration, maximum speed, cornering speed,
response to joystick movement, etc.) Please contact your local dealer. He will
be able to advise you, and he has the necessary equipment to carry out any
adjustments required.

We recommend that your powerchair is serviced by your local dealer every six
months. It is in your best interests, not only to ensure your personal safety but
also to ensure long life and reliability. Please ensure that your service schedule
(at the rear of this booklet) is signed by your dealer after each service.

This manual contains some useful tips and information on safety, operation and
maintenance. Please read it carefully to ensure that you get maximum enjoyment
and benefit from your new independence and mobility.

Whenever you require special advice and attention, do not hesitate to contact
your local dealer. He has all the equipment and know-how to provide expert

service. You are his customer as much as ours and he wants to see you safisfied.

Please complete and return the enclosed guarantee form.




Failure to follow these instructions may result in damage to the

powerbase wheelchair or serious injury.

= Practice Before Operating

Find an open area such as a park and have an assistant to help you practice until you
have confidence operating this vehicle.

Make sure that the power is off before
getting in or out of the seat. Set the
speed control button according to your
driving ability.

We recommend that you keep the
speed control at the slowest
position until you are familiar with
the driving characteristics of this
vehicle.

Getting familiar with this vehicle

First, practice moving forward.
Be sure to set the speed to the lowest setting.




After becoming familiar with moving forward,
practice marking "S" turns.

Once you are familiar with "S" turns, practice
moving in reverse. Note that at any speed control
setting, the vehicle moves more slowly in reverse
than forward.




= Safety Considerations

DO NOT do any of the following

NO! NO!

NO! NO!

Do not drink and drive Do not tow a trailer
Consult your physician to

determine, if your medications

impair your ability to control this

vehicle

NO!

Do not turn on or use hand-held personal
communication devices such as citizens band(CB)
radios and cellular phones




= Driving Outdoors

When you are on the road, please pay attention to the following:

NO!

NO!

If possible, do not drive
during the rain.

Do not drive off-road or on
any uneven surfaced roads.

NO!

Do not drive beside a river,
port, or lake without a fence
or railing.

NO!

If possible, do not drive
during or on snow.

If possible, do not drive at
night.




NO!

Make sure that there are no obstacles behind you
when in reverse.

We recommend to set up the speed at the lowest setting
for reversing.

NO!

Do not make sudden stops, weave erratically, or
make sharp turns.

NO!

Keep your arms on or inside the armrests and feet
on the footrest at all times.

NO!

Do not attempt to climb curbs greater that 2"(5cm).

NO!

Do not attempt to cross over a gap greater that
4"(10cm).

| Gap greater 4"(10cm)



= Driving on Various Terrains

Driving on hills is more dangerous than on level surfaces. If you falil
to heed these warnings, a fall, tip-over or loss of control may occur

and cause severe injury to the vehicle user or others.

NO!

Do not attempt to climb a hill greater than 10°

NO!

Do not reverse while driving up a hill.

Forward only. If you reverse while moving up a hill, it
may cause the vehicle to tip over.

NO!

Do not attempt to drive across a sloping surface
greater that 3’

Driving across a slope greater than 3° is very dangerous
and may cause the vehicle to tip over.

NO!

Do not drive over soft, uneven or unprotected
surfaces such as grass, gravel and decks.




NO!

Do not get on and off on a hill.

Always stop on the level surface to get in and get out
of the vehicle.

YES!

Use low speed while driving down hill.

When braking while moving down hill, the wheelchair
will take longer to come to a complete stop.

YES!

Always climb or descend gradients
perpendicular to the slope or ramp.




Familiarize Yourself With Your Power Wheelchair
= Feature Diagram
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1. Flip-Up side panels 6. Controller
2. Removable backrest 7. Rear wheel (Drive wheel)
3. Height Adjustable armrests 8. Drive motor
4. Joystick 9. Adjustable footrest
5. Parking brake lever 10. Fender
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= General Specification Data

Model No.

MP1 Series

Seat width

Seat depth

Height of seat

Overall length

Overall width (unfolded)
Overall width (folded)
Overall height

Total weight (with batteries)
Maximum speed up to
Range up to

Ground clearance
Grdient

Batteries

Motor

Controller

Caster

Drive wheel

Brake

Capacity

Model No.

38cm/15"
38cm/15"
51cm/20"
107cm/41"
53cm/21"
33cm/13"
92cm/36"

65kg/144Ibs

P101/P107

40cm/16"
40cm/16"
51cm/20"
109¢cm/43"
56cm/22"
33cm/13"
92cm/36"
66kg/146lbs

43cm/17"
40cm/16"
51cm/20"
109¢cm/43"
58cm/23"
33cm/13"
92cm/36"
67kg/148lbs

6.4kph/4mph
28km/18mi.
12cm/4.8"
12°(2501bs)/10°(300Ibs)
12V/U1x2pcs
DC24V, 180W

46cm/18"
40cm/16"
51cm/20"
109¢cm/43"
61cm/24"
33cm/13"
92cm/36"
68kg/150Ibs

Dynamic A-Series or PG VSI50
8"(200*50) PU tire or Pneumatic tire

12-1/2" Foam filled tire

Intelligent, regenerative, electromagnetic brakes

Seat width

Seat depth

Height of seat

Overall length

Overall width (unfolded)
Overall width (folded)
Overall height

Total weight (with batteries)
Maximum speed up to
Range up to

Ground clearance
Grdient

Batteries

Motor

Controller

Caster

Drive wheel

Brake

Capacity

136kg/300lbs
MP1 Series
P102
40cm/16" 46¢cm/18" 51cm/20"
40cm/16" 40cm/16" 40cm/16"
51cm/20" 51cm/20" 51cm/20"
109cm/43" 109cm/43" 109cm/43"
56cm/22" 61cm/24" 66cm/26"
33cm/13" 33cm/13" 33cm/13"
92cm/36" 92cm/36" 92cm/36"
66kg/146lbs 68kg/150Ibs 70kg/155Ibs
6.4kph/4mph
28km/18mi.
12cm/4.8"
12°(2501bs)/10°(300Ibs)
12V/U1x2pcs
DC24V, 180W

Dynamic A-Series or PG VSI50
8"(200*50) PU tire or Pneumatic tire

12-1/2" Foam filled tire

Intelligent, regenerative, electromagnetic brakes

136kg/300Ibs



Model No.

Seat width

Seat depth

Height of seat

Overall length

Overall width (unfolded)
Overall width (folded)
Overall height

Total weight (with batteries)
Maximum speed up to
Range up to

Ground clearance
Grdient

Batteries

Motor

Controller

Caster

Drive wheel

Brake

Capacity

Model No.

Seat width

Seat depth

Height of seat

Overall length

Overall width (unfolded)
Overall width (folded)
Overall height

Total weight (with batteries)
Maximum speed up to
Range up to

Ground clearance
Grdient

Batteries

Motor

Controller

Caster

Drive wheel

Brake

Capacity

MP1 Series
P170/P171
51cm/20"
46¢cm/18"
51cm/20"
114cm/45"
66cm/26"
36cm/14"
92cm/36"
76kg/167Ibs
6.4kph/4mph
28km/18mi.
12cm/4.8"
12°(2501bs)/10°(300Ibs)
12V/U1x2pcs
DC24V, 180W
Dynamic A-Series or PG VSI50

P181
56cm/22"
46cm/18"
51cm/20"

114cm/45"
71cm/28"
38cm/15"
92cm/36"
82kg/180Ibs
6.4kph/4mph
40km/25mi.
12cm/4.8"
80
12V/22NFx2pcs
DC24V, 240W
PG VSI70

8"(200*50) PU tire or Pneumatic tire
12-1/2" Foam filled tire
Intelligent, regenerative, electromagnetic brakes

136kg/300lbs | 205kg/450Ibs
MP1 Series
P182 P183 P184
61cm/24" 66cm/26" 71cm/28"
51cm/20" 51cm/20" 51cm/20"
51cm/20" 51cm/20" 51cm/20"
121cm/47.5" 121cm/47.5" 121cm/47.5"
75cm/29.5" 80cm/31.5" 85cm/33.5"
38cm/15" 38cm/15" 38cm/15"
92cm/36" 92cm/36" 92cm/36"
90kg/198Ibs 91kg/200Ibs 92kg/202Ibs
6.4kph/4mph
40km/25mi.
12cm/4.8"
10°
12V/22NFx2pcs
DC24V, 400W
PG VSI70

9"(2.80/2.50-4) Foam filled tire or Pneumatic tire
12-1/2" Foam filled tire

Intelligent, regenerative, electromagnetic brakes

273kg/600lbs | 318kg/700lbs | 364kg/800Ibs
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Model No.

Seat width

Seat depth

Height of seat

Overall length

Overall width (unfolded)
Overall width (folded)
Overall height

Total weight (with batteries)
Maximum speed up to
Range up to

Ground clearance
Grdient

Batteries

Motor

Controller

Caster

Drive wheel

Brake

Capacity

40cm/16"
40cm/16"
51cm/20"
109¢cm/43"
56cm/22"
33cm/13"
92cm/36"
76kg/167Ibs

MP1 DLX Series
P110
43cm/17"
40cm/16"
51cm/20"
109cm/43"
58cm/23"
33cm/13"
92cm/36"
77kg/170lbs
6.4kph/4mph
40km/25mi.
12cm/4.8"

12°(2501bs)/10°(300Ibs)

12V/22NFx2pcs
DC24V, 180W

46cm/18"
40cm/16"
51cm/20"
109¢cm/43"
61cm/24"
33cm/13"
92cm/36"
78kg/172Ibs

Dynamic A-Series or PG VSI50
8"(200*50) PU tire or Pneumatic tire

12-1/2" Foam filled tire

Intelligent, regenerative, electromagnetic brakes

136kg/300Ibs



= Assembly

Figure 1-1

Figure 1-2

Figure 1-3

Figure 1-4

1). Ensure that you receive the battery boxes,
footrest, and anti tipper.
2). Open the power chair.

3). Place the basket into postion (Figure 1-2).
(Omit this step without the basket.)

4). Place battery boxes on the holder or basket.

5). Plug in the power connector Black connector to
black one. Red connector to Red one
(Figure 1-2).

6). Insert the anti-tipper (Figure 1-3).

J9M04 INOA 3Im JLINOA dzeljey

7). Assembled (Figure 1-4).




Adjustment of Comfort
= A. Adjustment of footrest Height

! Never stand on the footrests when entering or leaving the powerchair.

Ensure that both parking brakes (Figure 6) are applied. fold the footrests upward
and enter the powerchair from the front. When you are seated, fold the footrest
plates back down to the normal position. The height of the footrests can be
adjusted individually as follows:

1. Using the Allen key provided, loosen the bolt (Figure 2) on the footrest outer
tube and slide the footrest inner tube up or down as required.

2. After adjustment, tighten the bolt.

Note: To enter or leave the powerchair sideways, remove the siad panel / armrest.
Refer to "Side Panel / Armrest Flip-up."

Figure 2
MP-1 MP-1 DLX

= B. Adjustment of Armrest Height

To adjust the armrest height, pull out the spring-loaded plunger®in the side
panel and pull or push the armrest upward or downward until the plunger engages
in the respective hole of the vertical guide rail@to give the required armrest
position.

Figure 3 % =5 L ) ﬁ’—\
TRl e
| ] [ == —




= C. Adjustiment of Joystick

Once seated and satisfied that the footrests are correctly adjusted, check to see
that the controller is in a convenient position so that you can reach it easily and
safely. To adjust the controller forward or rearward, loosen star knob (Figure 4-
@) and retighten after adjustment.

.
n
GBS
e ) &
,g ® ﬁlip
-—
I U

= D. Climbing Curbs (Curb Rider Option Only)

The powerchair will climb low to medium high Curbs (40 MM without curb rider
option) (100 MM with curb rider option installed) approach the curb head-on
slowly, and shortly before the front wheels make contact with the curb, push the
joystick fully forward for maximum power.




Operating

= A. Controls and Indicators
Figure 5

Dynamic A-Series P&G VSI

It comprises:

1. Battery gauge (fuel meter)

2. Power ON / OFF push-button
3. Joystick

4. Speed adjust button

5. Speed adjust display

6. Horn button

= B. Let's Get Moving
Figure 6

\fv

S

Parking Brake Levers (one on each side)

Both parking brakes are applied, you are comfortably seated.

1. Connect battery connector and motor connectors firmly.

2. Controller:

Press the speed / profile increase button to increase the speed or change the
profile. Press the speed / profile decrease button to decrease the speed or change
the profile.



= C. Driving, Steering and Braking

Release the parking brakes (Figure 6). Move the joystick gently forward. The
more you push the joystick forward the faster you will travel, but you will not
exceed the speed limit imposed by the speed limit control, regardless of the joy-
stick position.

To reverse, pull the joystick to the rear, beyond its center (neutral) position. The
joystick is also your steering lever. Move it to the left and you turn left. Move it
to the right and you turn right.

The powerchair is very responsive and maneuverable. It can trun within its own
length. You should avoid making abrupt turns and jerky steering while you are
moving at a brisk speed.

If you want to slow down, move the joystick toward its conter position. When
you want to stop or have to make an emergency brake application, simply release
the joystick. It will automatically return to the center (neutral) position. At this
moment the armature brakes of the electric motors will cut in and bring the
powerchair smoothly to a standstill.

Once the powerchair is at a standstill, it is automatically locked in its parking
position by the electromagnetic safety brake system. If you intend to remain
parked for any length of time, or you are leaving the powerchair, apply both
parking brakes. Remember to release both parking brakes before moveing off
again.

When climbing curbs, even with no curb riders fitted, you will find that your
powerchair will smoothly overcome low to medium high curbs without the need
for drastic speed variations, because the micro-computer of the electronic controller
automatically compensates for any extra power required.
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Negotiating Gradients

The powerchair has a climbing power that enables you to overcome gradients
of up to 25% (1 in 4).

*Caution*
On loose ground (sand, gravel, grass, etc.) The maximum gradient should not
exceed 20% (1 in 5).

Always approach an incline directly, not at an angle, and follow it up or down
directy, not in a zig-zag movement.

*Caution™
Never attempt to climb or descend an incline which has a slippery or icy surface.

While going uphill or downhill there is no need for drastic corrective joystick
movements. The electronic controller ensures that the extra power required for
climbing is automatically applied to the motors, so that the selected speed is
maintained.

The same applies when you travel downhill. The armature brake and the
electromagnetic safety brake give you full control over your powerchair at all
times. This unique brake system enables you to descend at a constant slow
speed.

You can stop at any time while you are climbing or descending. Simply release
the joystick as on the flat. The electromagnetic safety brake will ensure that the
powerchair is positively locked and secured in parking position until you are ready
to continue your journey.



= D. Pushing the Powerchair by Hand

Figure 7

If the powerchair is to be pushed by hand, proceed as follows:

From behind the vehicle, turn the two uncoupling levers (Figure 7) of the electric
motors outward to the side, so they are pointing toward the rear wheels.

Figure 8

*Warning*
1. Never move the uncoupling levers while the vehicle is operating with powered
drive.

2. When the electric motors are disengaged the armature brakes and the
electromagnetic safety brakes are out of action, so ensure the powerchair is
secured with the hand-brakes when it is parked.

When normal powered operation is to be restored, retun both uncoupling levers
to normal position. (Figure 8)

Important: The vehicle will not operate with powered drive unless both uncoupling
levers are in normal position.




= E. Footrest Removal Instructions

Figure 9
©) ~

e PP

7

MP-1 MP-1 DLX

These parts can be removed in a simple manner without the use of any tools.

Footrest / (Elevating Leg Support (Optional))
1. Push the spring loaded steel lever (Figure 9 - D) inward.

2. Swing the footrest assembly slightly outward and lift the complete footrest
assembly clear of the main frame.

3. Installation is a reversal of the removal procedure.

= F. Side Panel / Armrest Flip-up
Figure 10

1. Simply push the arm release lever at the front of the side panel
(Figure10 -®) Downward and pull the front of armrest up then
swing it to the back.

2.Installation is a reversal of the removal procedure.
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= G. Backrest Removal Instructions
Figure 11

1. Remove the screws from the bottom of the backrest (Figure 11) and pull the
backrest upward out of the frame.

2. Installation is a reversal of the removal procedure.

= H. Shutdown

Before you leave your powerchair, press the ON / OFF push-button. The Warning
lamp and voltmeter indicator will extinguish. Fold the footrest plates upward.

Make this shutdown sequence a standard procedure and a habit. It is essential
for your personal safety.

= |. Getting Ready for Permanent Use

Now that you have had a good look at your brand new powerchair and taken it
for a test drive in your home and around the house.

It is absolutely necessary to carry out a battery charging procedure before you
start normal operation and take your powerchair on its first long-range outing.
Read the next section carefully.







